DUWAMISH RIVER BASIN
12105900 GREEN RIVER BELOW HOWARD A. HANSON RESERVOIR, WA

LOCATION.-Lat47  °17'02", long 121 °47'48",in NE Y 4NW ¥ , sec.28, T.21 N., R.8 E., King County, Hydrologic Unit 17110013, on

right bank 0.7 mi upstream from Bear Creek, 0.7 mi downstream from Howard A. Hanson Dam, 5.0 mi southeast of Palmer, and at
mile 63.8.

DRAINAGE AREA--221 mi 2.
PERIOD OF RECORD.--October 1960 (monthly discharge only), November 1960 to current year.
GAGE.--Water-stage recorder. Elevation of gage is 990 ft above sea level, from topographic map.

REMARKS.--No estimated daily discharges. Records good. Flow regulated by Howard A. Hanson Reservoir (station 12105800) for floo
control and during summer months to augment the natural river flow.

AVERAGE DISCHARGE.--40 years (water years 1961-2000), 1,007 ft 3/s, 61.88 infyr, 729,600 acre-ft/yr, adjusted for storage in
Howard A. Hanson Reservoir since December 1961.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 12,200 ft 3/s Feb. 21, 1961, gage height, 14.40 ft; minimum discharge, 87
ft  3/sDec. 29, 1961, gage height, 3.49 ft.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 7,560 ft 3/s Dec. 16, gage height, 12.46 ft; minimum discharge, 196 ft
gage height, 4.10 ft.

DISCHARGE, CUBIC FEET PER SECOND, WATER YEAR OCTOBER 1999 TO SEPTEMBER 2000
DAILY MEAN VALUES

DAY OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP

273 378 1540 874 1280 867 788 1230 912 551 234 223
280 397 1950 871 1820 804 976 1230 890 550 234 225
279 395 2410 864 1090 983 1470 1380 858 505 234 225
276 394 2400 880 973 1180 1830 1500 857 480 234 224
266 392 2280 909 1180 1190 1920 1520 989 522 234 224

238 391 1970 922 1150 1270 1710 1460 1010 544 234 223
213 391 1980 1230 1180 1240 1550 1360 878 561 234 223
244 391 1930 1460 1370 961 1530 1240 786 563 234 225
280 409 1330 1470 1410 786 1520 1150 716 562 233 224
295 433 1060 1500 1280 724 1420 1120 679 560 233 226

SBom~No abrwNR

11 317 436 1810 1530 1100 664 1420 1210 680 537 232 225
12 358 1720 4490 1200 948 671 1480 1290 1180 487 232 243
13 363 2980 4510 896 944 647 1600 1300 1760 438 232 255
14 352 2900 4950 815 848 680 1710 1300 1960 425 232 307
15 335 2450 5800 824 758 792 1700 1280 2100 436 226 405

16 324 1800 6990 822 649 890 1740 1340 1900 436 224 453

17 322 1230 6460 814 634 977 1850 1440 1700 417 224 451

18 321 1020 6210 741 624 1010 1990 1440 1500 351 224 394
19 294 833 5610 698 607 1030 1950 1440 1080 304 224 308

20 271 713 4140 592 605 1010 1900 1460 805 258 223 287

21 250 828 2730 519 604 938 1820 1470 770 239 223 286
22 236 1210 1950 526 663 875 1700 1680 753 239 223 285
23 236 1720 1350 530 679 1010 1710 1810 700 239 222 284
24 236 1600 1090 531 620 1050 1540 1700 683 236 222 284
25 236 3900 1110 531 694 905 1250 1520 681 236 222 320

26 274 6790 1110 531 778 915 1110 1230 604 235 222 381
27 298 6840 1100 531 768 908 1020 1160 525 235 222 406
28 297 4860 1050 529 811 942 1180 1160 502 234 222 404
29 315 2940 924 526 899 932 1290 1160 524 234 222 403
30 346 1890 867 521 - 825 1290 1080 544 234 222 408
31 346 - 866 549 - 78 - 941 - 234 222 -

TOTAL 8971 52631 83967 25736 26966 28461 45964 41601 29526 12082 7055 9031
MEAN 289 1754 2709 830 930 918 1532 1342 984 390 228 301

MAX 363 6840 6990 1530 1820 1270 1990 1810 2100 563 234 453

MIN 213 378 866 519 604 647 788 941 502 234 222 223

AC-FT 17790 104400 166500 51050 53490 56450 91170 82520 58560 23960 13990 17910
MEANT 228 1718 2662 815 929 1035 1773 1432 996 308 165 216

CFSMt 103 777 1204 369 421 468 802 648 451 140 075 0.98

INT 119 867 1389 425 454 540 895 747 503 161 086 1.09

AC-FTt 14000 102200 163700 50140 53480 63630 105500 88060 59240 18970 10130 12830

CAL YR 1999 TOTAL 422493 MEAN 1158 MAX 6990 MIN 213 AC-FT 838000 MEANT 1120 CFSMT 5.07 IN.T 68.83 AC-FTt 811300
WTR YR 2000 TOTAL 371991 MEAN 1016 MAX 6990 MIN 213 AC-FT 737800 MEANT 1022 CFSMt 4.63 IN.T 62.95 AC-FTT 742000

T Adjusted for change in contents in Howard A. Hanson Reservoir.
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