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12148500 TOLT RIVER NEAR CARNATION, WA
Puget Sound Basin 

 Snoqualmie Subbasin 

LOCATION.--Lat 47°41′45″, long 121°49′22″ referenced to North American Datum of 1927, in SE ¼ NE ¼ sec.31, T.26 N., R.8 E., King County, WA, 
Hydrologic Unit 17110010, on right bank 500 ft downstream from the forks, 0.4 mi upstream from Stossel Creek, 5.5 mi northeast of Carnation, and at 
mile 8.7. 

DRAINAGE AREA.--81.4 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--August 1928 to January 1932, September 1937 to current year. Prior to October 1951, published as "near Tolt." 

REVISED RECORDS.--WSP 1286: 1929(M), 1930, 1938(M), 1939, 1943(M), 1945(M), 1951(M). WSP 1932: Drainage area. 

GAGE.--Water-stage recorder. Elevation of gage is 348 ft above NGVD of 1929 (river-profile survey). Prior to Oct. 31, 1928, nonrecording gage, and Oct. 31, 
1928, to Jan. 3, 1932, water-stage recorder at site 350 ft upstream at datum 7.1 ft higher (river-profile survey). Sept. 1 to Oct. 6, 1937, nonrecording 
gage at present site at datum 1.64 ft higher. 

REMARKS.--No estimated daily discharges. Records good. Some regulation by South Fork Reservoir, capacity, 57,830 acre-ft, and by Seattle City Light 
hydroelectric project, upstream from station. During the current water year City of Seattle Water Department diverted an average daily discharge of 
about 80 ft³/s upstream from station for municipal use. Chemical analyses July 1960 to September 1970. U.S. Geological Survey satellite telemeter at 
station. 

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--73 years (water years 1929-31, 1938-2007), 571 ft³/s, 413,600 acre-ft/yr. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 17,400 ft³/s, Dec. 15, 1959, gage height, 13.04 ft; minimum discharge, 53 ft³/s, Sept. 22, 23, 
1951, gage height, 3.84 ft. 

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 3,400 ft³/s and (or) maximum (*): 

Date Time 
Discharge 

(ft³/s) 
Gage height 

(ft) 

Nov   4 2215 3,580 8.40 
Nov   6 1530 *10,500 *10.95 
Jan   2 1700 3,650 8.44 

Mar 12 0345 3,750 8.49 
Mar 24 1915 7,620 10.09 

Minimum discharge, 100 ft³/s, Sept. 13-16, gage height, 4.29 ft. 

 

http://pubs.water.usgs.gov/wdr2007
http://waterdata.usgs.gov/nwis/nwisman/?site_no=12148500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2006 TO SEPTEMBER 2007 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 131 205 472 614 396 557 857 439 335 246 135 114 
2 127 209 434 2,170 374 556 781 491 327 231 133 114 
3 123 935 414 1,550 360 636 652 490 341 223 132 112 
4 122 1,640 419 1,170 353 673 623 480 347 219 131 122 
5 122 1,400 454 881 385 677 604 438 314 216 130 115 

6 122 6,050 435 772 468 638 549 392 292 208 130 110 
7 122 5,010 461 1,350 519 751 610 422 274 194 130 108 
8 122 1,850 489 1,280 537 815 728 513 262 186 160 107 
9 120 1,110 516 1,150 480 823 823 490 248 180 160 105 

10 120 1,190 579 1,060 443 795 616 407 434 179 141 104 

11 119 1,210 923 1,010 510 2,300 517 392 342 175 134 103 
12 118 1,100 996 943 557 2,510 493 385 273 171 129 102 
13 116 1,410 999 887 454 1,200 521 383 261 168 127 102 
14 116 1,040 1,150 842 439 943 690 343 252 164 125 101 
15 134 1,130 1,260 803 1,360 816 685 350 243 159 123 100 

16 538 1,190 768 779 1,200 889 607 405 249 154 121 101 
17 263 804 601 755 774 982 627 373 519 151 120 110 
18 190 662 557 709 761 1,740 619 338 581 155 120 112 
19 718 785 798 675 850 1,280 586 348 395 162 125 118 
20 485 857 745 806 1,300 1,440 541 361 328 157 135 110 

21 299 965 715 672 898 1,110 429 478 308 177 162 105 
22 231 852 598 659 763 1,050 419 415 291 219 162 111 
23 198 784 576 921 681 1,380 409 354 268 211 140 113 
24 251 685 591 804 642 6,160 422 338 257 198 129 108 
25 338 616 1,070 702 615 4,600 450 344 337 172 125 104 

26 254 567 732 609 593 2,010 572 339 283 158 133 103 
27 378 539 683 551 566 1,420 602 350 255 151 133 102 
28 310 483 623 508 563 1,110 655 345 244 147 126 135 
29 305 444 648 470 --- 937 516 304 285 143 121 150 
30 272 508 603 437 --- 860 429 333 283 142 118 238 
31 228 --- 571 413 --- 914 --- 351 --- 138 116 --- 

Total 7,092 36,230 20,880 26,952 17,841 42,572 17,632 12,191 9,428 5,554 4,106 3,439 
Mean 229 1,208 674 869 637 1,373 588 393 314 179 132 115 
Max 718 6,050 1,260 2,170 1,360 6,160 857 513 581 246 162 238 
Min 116 205 414 413 353 556 409 304 243 138 116 100 
Ac-ft 14,070 71,860 41,420 53,460 35,390 84,440 34,970 24,180 18,700 11,020 8,140 6,820 

 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1928 - 2007, BY WATER YEAR (WY)                                  

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 435 782 870 855 726 609 660 665 541 291 179 242 
Max 933 1,965 1,897 2,058 1,634 1,472 1,275 1,208 1,204 802 485 954 
(WY) (1960) (1996) (1976) (1953) (1982) (1972) (1959) (1948) (1964) (1955) (1964) (1959) 
Min 79.5 123 305 246 163 267 289 310 205 120 74.9 72.9 
(WY) (1988) (1953) (1986) (1929) (1929) (1992) (1941) (1992) (1992) (1958) (1958) (1940) 
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SUMMARY STATISTICS 

 Calendar Year 2006 Water Year 2007 Water Years 1928 - 2007 

Annual total  193,259    203,917    
Annual mean  529    559    571   
Highest annual mean    922 1959  
Lowest annual mean    365 1994  
Highest daily mean  6,050 Nov   6   6,160 Mar 24   11,400 Feb   9, 1951  
Lowest daily mean  102 Sep 13   100 Sep 15   53 Sep 22, 1951  
Annual seven-day minimum  105 Sep   7   102 Sep 10   56 Sep 17, 1951  
Annual runoff (ac-ft)  383,300    404,500    413,600   
10 percent exceeds  1,070    1,080    1,100   
50 percent exceeds  414    422    441   
90 percent exceeds  122    121    140   
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