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12105900 GREEN RIVER BELOW HOWARD A. HANSON RESERVOIR, WA

Puget Sound Basin
Duwamish Subbasin

LOCATION.--Lat 47°17°02”, long 121°47'48" referenced to North American Datum of 1927, in NW % NW % sec.28, T.21 N., R.8 E., King County, WA,
Hydrologic Unit 17110013, on right bank 0.7 mi upstream from Bear Creek, 0.7 mi downstream from Howard A. Hanson Dam, 5.0 mi southeast of
Palmer, and at mile 63.8.

DRAINAGE AREA.--221 mi2.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--October 1960 {monthly discharge only), November 1960 to current year.
GAGE.--Water-stage recorder. Elevation of gage is 990 ft above NGVD of 1929, from topographic map.

REMARKS.--Records good except for estimated daily discharges, which are fair. Flow regulated by Howard A. Hanson Reservair (station 12105800) for
flood control and during summer months to augment the natural river flow.

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--48 years (water years 1961-2008), 989 ft3/s, 60.77 in/yr, 716,500 acre-ft/yr, adjusted for storage in
Howard A. Hanson Reservoir since December 1961.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 12,200 ft¥/s, Feb. 21, 1961, gage height, 14.40 ft; minimum discharge, 87 ft%/s, Dec. 29, 1961,
gage height, 3.49 ft.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 5,430 ft3/s, May 18, 19, gage height, 11.03 ft; minimum discharge, 251 t3/s, Aug. 22, gage height,
4.29 ft.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008
DAILY MEAN VALUES

[e, estimated]

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 626 412 423 598 375 1,810 538 1,300 1,940 1,290 338 321
2 700 475 514 597 335 1,850 539 1,300 1,870 1,280 375 320
3 980 511 1,890 596 343 1,680 575 1,380 1,650 1,240 374 320

4 1,010 507 3,540 552 403 1,460 740 1,380 1,470 1,240 340 311
5 870 468 3,050 534 436 1,300 809 1,440 1,450 1,210 320 280
6 808 444 1,620 538 464 1,130 809 1,760 1,610 1,140 313 262
7 804 489 1,510 617 536 1,060 793 2,080 2,190 1,140 301 262

8 800 562 1,150 543 603 1,030 718 2,060 2,610 1,170 281 261

9 794 602 1,020 570 1,430 1,030 616 1,880 2,610 1,190 269 261

10 789 622 885 747 2,590 1,040 587 1,660 2,610 1,180 268 261

1" 755 603 885 920 2,570 1,250 636 1,460 2,780 1,110 268 261

12 734 581 876 948 2,000 1,480 692 1,600 2,710 1,030 268 261

13 729 670 823 999 1,780 1,480 859 1,900 2,250 956 268 261
14 720 607 786 1,350 1,590 1,340 1,430 2,760 2,030 847 268 260
15 715 547 770 1,480 1,300 1,250 1,760 4,080 2,030 749 273 €260
16 707 643 691 1,170 1,140 1,250 1,630 4,940 1,930 634 281 €260
17 699 951 568 896 1,150 1,190 1,380 5,330 1,800 519 281 €280
18 689 1,110 479 722 1,140 1,060 1,220 5,400 1,700 426 281 308
19 683 1,160 543 713 1,120 947 1,220 5,430 1,460 405 269 307
20 680 1,010 607 717 1,110 861 1,220 4,910 1,280 405 254 307
21 682 766 615 707 1,020 769 1,140 4,430 1,290 365 253 308
22 1,110 679 618 677 905 682 925 4,650 1,290 342 294 488
23 1,350 720 631 604 892 690 726 3,960 1,330 342 319 600
24 1,230 735 688 540 937 699 697 3,290 1,330 338 319 542
25 1,030 718 718 496 989 685 888 3,280 1,300 337 320 529
26 858 657 1,140 466 1,080 690 985 3,290 1,270 339 325 515
21 762 618 1,330 470 1,080 695 987 3,300 1,250 338 321 e495
28 754 581 1,230 500 1,170 634 1,110 3,220 1,250 342 321 €495
29 671 421 1,180 496 1,540 577 1,550 2,980 1,250 311 321 487
30 540 385 1,130 493 --- 581 1,570 2,370 1,250 293 321 487
31 447 --- 808 469 --- 562 --- 1,940 - 293 321 -
Total 24,726 19,254 32,718 21,725 32,028 32,762 29,349 90,760 52,790 22,801 9,325 10,570
Mean 798 642 1,055 701 1,104 1,057 978 2,928 1,760 736 301 352
Max 1,350 1,160 3,540 1,480 2,590 1,850 1,760 5,430 2,780 1,290 375 600
Min 447 385 423 466 335 562 538 1,300 1,250 293 253 260

Ac-ft 49,040 38,190 64,900 43,090 63,530 64,980 58,210 180,000 104,700 45,230 18,500 20,970
Mean adjusted for change in contents in Howard A. Hanson Reservoir

550 562 1,063 686 1,144 1,224 1,079 3,197 1,995 543 246 203
CFSM adjusted for change in contents in Howard A. Hanson Reservoir
2.49 2.54 4.81 3.10 5.18 5.54 4.88 14.47 9.03 2.46 1.11 0.92
In. adjusted for change in contents Howard A. Hanson Reservoir
2.87 2.83 5.55 3.58 5.58 6.39 5.44 16.68 10.07 2.83 1.28 1.02

Ac-ft adjusted for change in contents Howard A. Hanson Reservoir
33,840 33410 65390 42,170 65,810 75270 64,160 196,600 118,700 33,400 15,110 12,080
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Calendar Year 2007  Water Year 2008

Total

Mean

Max
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Ac-ft

Mean adjusted for change in contents in Howard A. Hanson Reservoir
CFSM adjusted for change in contents in Howard A. Hanson Reservoir
In. adjusted for change in contents Howard A. Hanson Reservoir

Ac-ft adjusted for change in contents Howard A. Hanson Reservoir
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