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Water-Data Report 2008
12144000 SOUTH FORK SNOQUALMIE RIVER AT NORTH BEND, WA

Puget Sound Basin
Snoqualmie Subbasin

LOCATION.--Lat 47°29'35", long 121°47'20" referenced to North American Datum of 1927, in SW % NE % sec.9, T.23 N., R.8 E., King County, WA,
Hydrologic Unit 17110010, on right bank on upstream side of Bendigo Street crossing at North Bend, and at mile 2.0.

DRAINAGE AREA.--81.7 mi2.
SURFACE-WATER RECORDS

PERIOD OF RECORD.--July 1907 to September 1926, February 1929 to September 1938, June 1945 to April 1950, October 1960 to August 1974, February
1984 to current year. Monthly and yearly discharge only for water years 1908, 1910 and 1913, published in WSP 1316.

REVISED RECORDS.--WSP 1316: 1918-19(M). WSP 1932: Drainage area.

GAGE.--Water-stage recorder and crest-stage gage. Datum of gage is 423.01 ft above NGVD of 1929 (February 1984 through September 1996 incorrectly
published as 439.33 ft). Prior to April 11, 1950, nonrecording gage or water-stage recorder at several sites within 0.5 mi upstream from present site at
various datums. October 1, 1960 to March 10, 1965, at site 0.46 mi upstream at datum 1.86 ft lower. March 10, 1965, to August 31, 1974, at site 0.46
mi upstream at datum 6.86 ft lower.

REMARKS.--Records good. City of North Bend diverts about 0.8 ft3/s daily from Clough Creek for municipal use. Minor regulation at Twin Falls and Weeks
Falls projects upstream from station.

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--69 years (water years 1908-26, 1930-38, 1946-49, 1961-73, 1985-2008), 547 ft3/s, 90.97 in/yr, 396,300
acre-ft/yr.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge recorded, 13,600 t3/s, Nov. 6, 2006, gage height, 20.93 ft; minimum discharge, 63 ft3/s, Oct.
22, 1925.

EXTREMES QOUTSIDE PERIOD OF RECORD.--Flood of Nov. 22, 1959, reached a stage of 14.49 ft, site and datum then in use, from floodmarks, discharge,
13,000 ft3/s, slope-area measurement.

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 2,200 ft3/s and {or) maximum (*}:

Discharge Gage height

Date Time (fte/s) (ft)
Dec 4 1000 3,290 11.90
May 18 0015 *3,640 *12.27

Minimum discharge, 138 ft%/s, Sept. 29, 30.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008
DAILY MEAN VALUES

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 264 256 232 293 282 766 308 650 1,250 1,340 304 263

2 557 240 246 290 265 659 297 576 1,120 1,180 288 241

3 1,110 231 1,630 286 249 575 289 550 1,140 1,310 262 225

4 577 229 3,020 288 239 581 296 559 1,420 1,030 249 212

5 381 228 1,740 290 264 511 308 776 1,170 830 249 205

6 306 214 1,060 273 267 457 318 983 1,420 873 242 198

1 487 203 770 263 299 428 386 977 1,570 719 234 193

8 633 199 617 258 386 433 412 874 1,340 685 226 185

9 429 197 525 254 629 447 372 735 1,230 678 223 179

10 346 312 466 320 766 454 358 717 1,630 646 238 175

1" 317 291 417 575 815 624 363 877 1,460 551 220 171

12 283 351 387 562 675 614 399 809 1,250 509 208 167

13 257 471 372 563 652 546 615 729 1,190 508 204 164

14 235 355 359 527 553 547 716 1,450 1,220 499 199 160

15 218 349 357 524 487 528 636 2,140 1,210 472 195 156

16 215 899 347 439 490 482 560 2,550 1,210 448 191 153

17 214 831 334 394 463 466 505 3,120 1,210 426 189 151

18 219 860 340 362 432 467 512 3,010 1,010 406 187 149

19 378 599 442 355 419 447 482 2,470 961 381 186 148

20 590 487 509 346 404 431 438 2,450 1,040 369 288 153

21 716 417 412 312 396 407 407 2,160 1,320 357 452 167

22 860 370 383 291 393 373 378 1,720 1,270 349 365 174

23 781 335 464 275 392 393 376 1,310 1,090 330 274 170

24 651 312 657 269 389 423 386 1,240 1,010 312 240 155

25 606 295 495 261 396 381 376 1,600 988 307 232 168

26 467 279 439 254 401 375 367 1,770 994 300 229 169

27 395 281 391 256 408 355 400 1,890 977 294 313 162

28 348 267 376 245 442 336 566 1,810 1,240 287 314 152

29 315 254 357 255 533 336 889 1,700 1,430 277 339 145

30 291 241 338 253 --- 330 772 1,440 1,470 311 313 141

3 270 - 315 277 - 314 - 1,300 - 276 282 -

Total 13,716 10,853 18,797 10,410 12,786 14,486 13,487 44942 36,840 17,260 7,935 5,251

Mean 442 362 606 336 441 467 450 1,450 1,228 557 256 175

Max 1,110 899 3,020 575 815 766 889 3,120 1,630 1,340 452 263

Min 214 197 232 245 239 314 289 550 961 276 186 141

Ac-ft 27,210 21,530 37,280 20,650 25,360 28,730 26,750 89,140 73,070 34,240 15,740 10,420

Cfsm 542 4.43 7.42 4.11 5.40 5.72 5.50 17.7 15.0 6.81 3.13 2.14
In. 6.25 4.94 8.56 4.74 5.82 6.60 6.14 20.46 16.77 7.86 3.61 2.39
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1907 - 2008, BY WATER YEAR (WY)

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 332 653 689 715 618 597 692 852 740 352 173 174

Max 843 2,164 2,267 1,579 1,398 1,516 1,171 1,450 1,763 940 405 438
(wy) (1934)  (1991)  (1934)  (1934)  (1996)  (1972)  (1932) (2008)  (1974)  (1974)  (1964)  (2004)
Min 76.5 92.4 213 218 178 190 352 354 210 100 84.8 76.8
(wy) (1988)  (1930)  (1931)  (1937)  (1922) (1922) (1967) (1915)  (1992)  (1926)  (1910)  (1910)
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SUMMARY STATISTICS
Calendar Year 2007 Water Year 2008 Water Years 1907 - 2008
Annual total 193,156 206,763
Annual mean 529 565 547
Highest annual mean 809 1972
Lowest annual mean 334 1915
Highest daily mean 3,470 Mar 25 3,120 May 17 10,100 Nov 24, 1990
Lowest daily mean 109 Sep 26 141 Sep 30 65 Oct 22, 1925
Annual seven-day minimum 113 Sep 21 153 Sep 14 66 Oct 17, 1925
Annual runoff (ac-ft) 383,100 410,100 396,300
Annual runoff (cfsm) 6.48 6.91 6.70
Annual runoff (inches) 87.95 94.14 90.97
10 percent exceeds 930 1,230 1,040
50 percent exceeds 435 390 431
90 percent exceeds 140 207 132
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