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Water-Data Report 2008
12420500 SPOKANE RIVER AT GREENACRES, WA

Spokane Basin
Upper Spokane Subbasin

LOCATION.--Lat 47°40'39", long 117°09'04" referenced to North American Datum of 1927, in SW % NW %4 sec.8, T.25 N., R.45 E., Spokane County, WA,
Hydrologic Unit 17010305, on left bank 600 ft upstream from Barker Road Bridge, 0.5 mi north of Greenacres, and at mile 90.5.

DRAINAGE AREA.--4,150 mi2.
SURFACE-WATER RECORDS

PERIOD OF RECORD.--March 1948 to July 1952, September 1999 to current year. March 1948 to July 1952 at site 1.1 miles downstream; records not
equivalent due to loss to groundwater between sites.

GAGE.--Water-stage recorder. Elevation of gage is 1,980 ft above NGVD of 1929, from topographic map.

REMARKS.--Records good, except discharges below 100 t3/s, which are fair. Flow partly regulated by dam at Post Falls, Idaho, 11.6 mi upstream and
affected by storage in Coeur d'Alene Lake.

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--9 years (water years 2000-08) 5,287 ft3/s, 3,830,000 acre-ft/yr, unadjusted. Average discharge does not
include water years 1949-51 at non equivalent site 1.1 miles downstream.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 41,800 ft/s May 23, 2008, gage height 14.83 ft; minimum discharge, 10 ft3/s August 27, 28,
2007.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 41,800 ft3/s, May. 23, gage height, 14.83 ft; minimum discharge, 237 ft3/s, Sept. 4-7 gage height,
345 ft.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008
DAILY MEAN VALUES

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 931 1,560 2,510 3,110 1,940 2,860 5,630 12,900 33,200 8,330 1,020 378

2 1,250 1,580 2,520 3,030 1,940 3,170 5,340 13,400 32,700 7,230 889 268

3 1,260 1,580 2,740 2,950 1,920 3,520 5,170 13,800 32,300 6,370 869 247

4 1,260 1,580 2,960 2,900 1,840 3,750 4,980 14,000 31,700 5,880 759 246

5 1,270 1,590 2,970 2,880 1,830 3,930 4,980 14,800 30,700 6,910 483 245

6 1,270 1,590 2,990 2,800 1,830 3,950 4,920 16,000 29,700 6,630 466 244

1 1,280 1,550 3,000 2,750 1,840 3,970 4,880 17,500 28,500 5,710 460 244

8 1,300 1,510 3,000 2,740 1,840 3,970 4,820 19,100 27,600 4,930 454 568

9 1,350 1,510 3,010 2,730 1,780 3,970 4,870 20,100 26,900 4,330 793 989

10 1,360 1,510 3,010 2,620 1,710 4,060 4,900 20,800 26,200 3,760 925 995

1" 1,360 1,510 3,010 2,510 1,720 4,140 5,010 21,000 25,500 3,070 880 997

12 1,350 1,520 3,040 2,500 1,870 4,470 5,060 21,100 24,900 2,690 728 998

13 1,350 1,520 3,110 2,490 1,940 4,940 5,170 21,400 24,500 2,670 728 996

14 1,350 1,520 3,120 2,490 2,000 5,400 6,120 21,500 24,000 2,670 718 996

15 1,360 1,670 3,120 2,490 2,200 5,690 7,790 21,500 23,400 2,550 736 996

16 1,360 1,950 3,110 2,490 2,310 6,110 9,320 21,800 23,200 2,330 729 998

17 1,360 1,980 3,120 2,490 2,380 6,300 9,930 23,500 22,900 2,100 730 1,000

18 1,370 1,970 3,110 2,380 2,380 6,380 10,300 26,100 22,400 1,980 739 1,000

19 1,380 1,980 3,110 2,320 2,440 6,510 10,500 29,500 21,900 2,000 793 1,120

20 1,380 2,240 3,110 2,270 2,540 6,680 10,500 33,800 21,300 2,010 1,020 1,250

21 1,390 2,410 3,110 2,210 2,450 6,900 10,500 37,200 20,700 2,010 1,460 1,260

22 1,390 2,420 3,100 2,110 2,480 6,840 10,300 39,900 20,200 2,020 1,190 1,260

23 1,410 2,480 3,110 2,060 2,480 6,750 10,100 40,800 19,700 2,030 724 1,310

24 1,470 2,520 3,110 1,930 2,490 6,730 9,900 39,600 19,300 2,050 376 1,470

25 1,460 2,510 3,100 1,780 2,490 6,760 9,420 38,400 18,700 1,960 333 1,580

26 1,450 2,510 3,100 1,780 2,530 6,740 9,130 37,000 18,000 1,780 260 1,580

21 1,450 2,530 3,090 1,830 2,560 6,660 9,040 36,100 16,700 1,770 273 1,590

28 1,470 2,520 3,120 1,850 2,670 6,500 9,300 35,500 15,200 1,580 360 1,580

29 1,480 2,520 3,130 1,850 2,750 6,390 10,100 34,800 13,100 1,340 362 1,590

30 1,500 2,510 3,120 1,920 - 6,170 11,600 34,300 10,000 1,340 372 1,580

31 1,570 - 3,110 1,990 - 5,900 - 33,700 - 1,250 375 -

Total 42,191 58,350 93,870 74,250 63,150 166,110 229,580 810,900 705,100 103,280 21,004 29,575

Mean 1,361 1,945 3,028 2,395 2,178 5,358 7,653 26,160 23,500 3,332 678 986

Max 1,570 2,530 3,130 3,110 2,750 6,900 11,600 40,800 33,200 8,330 1,460 1,590

Min 931 1,510 2,510 1,780 1,710 2,860 4,820 12,900 10,000 1,250 260 244

Ac-ft 83,690 115,700 186,200 147,300 125,300 329,500 455,400 1,608,000 1,399,000 204,900 41,660 58,660
Cfsm 0.33 0.47 0.73 0.58 0.52 1.29 1.84 6.30 5.66 0.80 0.16 0.24
In. 0.38 0.52 0.84 0.67 0.57 1.49 2.06 7.27 6.32 0.93 0.19 0.27

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1948 - 2008, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

Mean 1,762 2,711 4,425 4,721 5,935 7,982 14,580 17,380 10,040 1,851 458 745

Max 2,788 5,077 9,128 11,700 15,440 16,490 20,030 29,510 23,500 6,216 1,391 1,282

(wy) (1952)  (2007)  (1951)  (2006)  (1951)  (1950)  (2000)  (1948)  (2008)  (1950)  (1948)  (2004)

Min 865 1,273 1,591 945 1,118 2,075 4,593 7,273 2,942 606 39.9 132

(wy) (1950)  (2003)  (2001)  (2001)  (2001)  (2001)  (2001)  (2005)  (2007)  (2003)  (2007)  (1949)
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SUMMARY STATISTICS

Calendar Year 2007 Water Year 2008 Water Years 1948 - 2008
Annual total 1,794,079 2,397,360
Annual mean 4915 6,550 5,852
Highest annual mean 9,028 1950
Lowest annual mean 2,498 2001
Highest daily mean 22,900 Mar 29 40,800 May 23 40,800 May 23,2008
Lowest daily mean 16 Aug 12 244 Sep 6 16 Aug 12,2007
Annual seven-day minimum 17 Sep 2 267 Sep 1 17 Sep 2,2007
Annual runoff (ac-ft) 3,559,000 4,755,000 4,240,000
Annual runoff (cfsm) 1.18 1.58 1.41
Annual runoff (inches) 16.08 21.49 19.16
10 percent exceeds 13,300 21,500 16,000
50 percent exceeds 2,960 2,520 3,060
90 percent exceeds 71 972 359
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