SNOHOMISH RIVER BASIN
12149000 SNOQUALMIE RIVER NEAR CARNATION, WA

LOCATION.--Lat47  °39'58", long 121 °5527", in NW 1/ sw ¥ 4sec.9, T.25 N, R.7 E., King County, Hydrologic Unit 17110010, on
left bank 40 ft downstream from highway bridge, 1.3 mi northwest of Carnation, 1.9 mi downstream from Tolt River, and at mil
23.0.

DRAINAGE AREA.-603 mi 2.

PERIOD OF RECORD.--October 1928 to current year. Monthly discharge only for October 1928 to February 1929, published in WSP 870
Prior to October 1951, published as "near Tolt."

REVISED RECORDS.--WSP 1316: 1932-33(M). WSP 1446: 1934(M). WSP 1932: Drainage area.

GAGE.--Water-stage recorder. Datum of gage is sea level. Prior to Dec. 20, 1933, nonrecording gage on old bridge, 100 ft
upstream and Dec. 20, 1933, to Sept. 30, 1939, water-stage recorder at present site, at datum 42.96 ft higher.

REMARKS.--No estimated daily discharges. Records good. During the current water year, Seattle Water Department diverted an
average daily discharge of 83 ft S/s upstream from station from South Fork Tolt River for municipal use. Several small
diversions for irrigation and domestic use upstream from station. Low flow diverted for operation of powerplant at Snoqualmi
Falls but returned to river upstream from station. Some pondage at Snoqualmie Falls and some diurnal fluctuation caused by
powerplant. Chemical analyses October 1966 to June 1969. Water temperatures October 1966 to June 1969. U.S. Geological Surve
satellite telemeter at station.

AVERAGE DISCHARGE.--71 years (water years 1930-2000), 3,748 ft 3/s, 84.46 infyr, 2,715,000 acre-ft/yr.
EXTREMES FOR PERIOD OF RECORD. ——MaX|mum discharge, 65,200 ft 3/s Nov. 24, 1990, gage height, 60.70 ft, from inside high-water
mark; minimum discharge, 239 ft S/s Aug. 21, 1945, but may have been less sometime during period of faulty intake action Sept.
13 or 14, 1949; minimum daily discharge, 341 ft 35 Sept. 15, 1973.
EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 16,000 ft 3/s and maximum *):
Discharge Gage height Dlscharge Gage height
Date Time (it 3/s)  (ft) Date Time (it S/s) ()

Nov. 13 0800 23,800 55.98 Dec. 16 1000  *35,100 *58.57
Nov. 26 1200 23,800 56.02 Dec. 18 1400 18,000 53.47
Dec. 12 2330 17,400 53.20

Minimum discharge, 604 ft 3/s Oct. 4-7.

DISCHARGE, CUBIC FEET PER SECOND, WATER YEAR OCTOBER 1999 TO SEPTEMBER 2000
DAILY MEAN VALUES

DAY OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP

681 4300 6920 4120 4970 3500 2570 3560 4690 2900 1310 764
669 2800 10300 3790 7140 3290 3070 4210 4590 2620 1290 740
654 2220 8700 3550 4520 3380 3700 5440 4710 2400 1210 723
639 2980 6430 5450 3640 4040 4750 5450 4930 2700 1140 768
631 2470 5630 5250 3150 3790 4630 4470 5870 2420 1100 722

632 3070 6360 4190 2890 3230 4110 4000 4970 2220 1090 710
651 3230 6660 3850 2920 2810 3730 3460 4620 2150 1090 745
7710 2530 5050 4480 3860 2530 3350 3260 4460 2200 1060 1080
9200 3590 4660 5270 5110 2330 3500 3550 4630 2160 1030 3120
10 3610 7150 4510 4670 3900 2190 3580 5030 4530 2060 999 4250
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11 2290 6730 9990 4150 3260 2190 3820 5020 4680 2020 989 4040
12 1950 16900 16200 3880 2890 2140 4130 4830 10000 2070 959 2210
13 1930 22800 13300 3580 2640 2020 4660 4120 11800 2000 916 1650
14 2600 16700 8720 3590 2480 2580 10000 4000 7890 1920 873 1360
15 1970 8030 15800 3770 2500 2720 12300 4690 9980 1820 858 1230

16 1650 5630 30500 3470 2330 2630 8280 5380 6740 1720 838 1140
17 1460 5460 19000 3210 2180 3070 5910 5500 5620 1750 827 1080
18 1330 5020 17100 2970 2070 3470 5340 4420 5410 1740 817 1030
19 1240 4220 12500 2710 1980 4610 5420 5870 5130 1720 894 1140
20 1160 5280 8300 2620 1910 3690 4840 6660 4410 1680 959 1370

21 1100 6200 6470 2610 1930 3080 4600 6360 4270 1660 899 1170
22 1050 5420 5440 2620 2260 3210 5210 8480 4130 1700 842 1150
23 1010 5120 4930 2450 3070 4670 4810 6560 3750 1860 808 1080
24 1000 5150 4660 2300 2640 3860 4190 5370 3600 1770 791 1000
25 1030 18300 4400 2250 2350 3310 3630 4700 3580 1580 783 930

26 1350 22900 4220 2290 2340 2920 3580 4310 3510 1490 796 881
27 1320 13300 4130 2180 2430 2720 3430 5680 3720 1410 794 844
28 1660 8060 4290 2080 2740 3140 4190 6000 3820 1360 764 817
29 4990 6250 4030 1980 2950 3110 3910 5600 3780 1340 734 812
30 3630 7090 3570 1900 -~ 2780 3430 4960 3400 1310 773 8900
31 5170 - 3360 1850 -- 2590 -- 4890 -- 1300 806 --

TOTAL 65967 228900 266130 103080 89050 95600 142670 155830 157220 59050 29039 47456
MEAN 2128 7630 8585 3325 3071 3084 4756 5027 5241 1905 937 1582

MAX 9200 22900 30500 5450 7140 4670 12300 8480 11800 2900 1310 8900

MIN 631 2220 3360 1850 1910 2020 2570 3260 3400 1300 734 710

AC-FT 130800 454000 527900 204500 176600 189600 283000 309100 311800 117100 57600 94130
CFSM 353 127 142 551 509 511 789 834 869 316 155 262

IN. 407 1412 1642 636 549 590 880 961 970 364 179 293

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1929 - 2000, BY WATER YEAR (WY)

MEAN 2550 4923 5565 5117 4440 3818 4320 5007 4492 2337 1106 1376
MAX 5811 12850 14530 11140 9743 9979 6797 7847 8983 5629 2992 5128
(WY) 1948 1991 1934 1953 1982 1932 1932 1936 1974 1955 1964 1959
MIN 407 619 1694 1291 1860 1933 2230 2434 1362 840 492 484

(WY) 1988 1953 1986 1937 1973 1941 1941 1992 1992 1940 1930 1998



SNOHOMISH RIVER BASIN
12149000 SNOQUALMIE RIVER NEAR CARNATION, WA--Continued
SUMMARY STATISTICS FOR 1999 CALENDAR YEAR FOR 2000 WATER YEAR WATER YEARS 1929 - 2000

ANNUAL TOTAL 1650235 1439992

ANNUAL MEAN 4521 3934 3748

HIGHEST ANNUAL MEAN 5439 1972

LOWEST ANNUAL MEAN 2314 1941

HIGHEST DAILY MEAN 30500 Dec 16 30500 Dec 16 54500  Nov 29 1995
LOWEST DAILY MEAN 631 Oct 5 631 Oct 5 341  Sep151973
ANNUAL SEVEN-DAY MINIMUM 651 Oct 1 651 Oct 1 359  Sep 111973
ANNUAL RUNOFF (AC-FT) 3273000 2856000 2715000

ANNUAL RUNOFF (CFSM) 7.50 6.52 6.22

ANNUAL RUNOFF (INCHES) 101.81 88.84 84.46

10 PERCENT EXCEEDS 8190 6730 7020

50 PERCENT EXCEEDS 3800 3330 2980

90 PERCENT EXCEEDS 1060 926 834
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